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LITTLE GIANT LIFTER 

 The compact design of the Abaco Lifter will help solve the problem where 
head room is an issue. Our Little Giant Lifter is available with either black
or white rubber, and also comes in three sizes to meet all of your needs. 

 • STRONG AND SECURE 
• STRONG LIFTING PIN 
• LOWER OVERALL HEIGHT 
• STRAIGHT LIFT 
• LARGE GRIP RANGE 
• INCLUDES SWIVEL SHACKLE 

                                                                     SPECIFICATIONS 
Model 

Number 
Length 

 Inches (mm) 
Width  

Inches (mm) 
Height 

Inches (mm) 
Grip Range 
Inches (mm) 

W.L.L 
Pounds (kg) 

Net Weight 
Pounds (kg) 

ALG50-B 8 ½ (214) 6 ⅜ (162) 14 ⅛ (360) ⅝ - 2 (15-50) 2202 (1000) 48.5 (22.0) 
ALG60-B  7 ⅛ (182) 15 ¼ (387)  2202 (1000) 60.5 (27.5) 
ALG75-B  7 ⅝ (193) 15 ¼ (387)  2202 (1000) 60.5 (27.5) 
ALG50-W  6 ⅜ (162) 14 ⅛ (360)  2202 (1000) 48.5 (22.0) 
ALG60-W  7 ⅛ (182) 15 ¼ (387)  2202 (1000) 60.5 (27.5) 
ALG75-W  7 ⅝ (193) 15 ¼ (387)  2202 (1000) 60.5 (27.5) 

 
 

 

 

NEW GENERATION CABLE LIFTER 

The New Generation Cable 
Lifter incorporates the proven 
“Clamping Principle”.  The 
slab will not SLIP, SNAP, 
CRACK, or BREAK. • VERTICAL LIFT 

• FLEXIBLE 
• POWERFUL 
• VERSATILE 
• SAFE 
• SWIVEL HOOK 

SPECIFICATIONS 
Model 

Number 
Length 

Inches(mm) 
Width 

Inches(mm) 
Height 

Inches(mm) 
Clamp Weight 
Pounds (kg) 

Grip Range  
Inches(mm)  

W.L.L. 
Pounds (kg) 

NGL 30  7 ⅝ (194)  50 (22.8)  2640 (1200) 
NGL 40  8    (204)  51 (23.0) ⅜ - 1 ⅝ (10- 40) 2640 (1200) 
NGL 50  8 ⅜ (214) 21     (533) 51 (23.0) ⅜ - 2    (10- 50) 2640 (1200) 
NGL 60  10     (255) 21 ⅛ (537) 77 (35.0) ⅝ - 2 ⅜ (15- 60) 2640 (1200) 
NGL 75  10 ⅝ (270)  79 (36.0) ¾ - 3    (20-75) 2640 (1200) 

 

 

PLEASE NOTE: For ALL Abaco Lifters, follow manufacturers specifications for 
stone thickness, grip range, and W.L.L. when choosing the appropriate Lifter. 

 

8 ½ (214)
8 ½ (214)
8 ½ (214)
8 ½ (214)
8 ½ (214)

¾ - 2 ⅜ (20-60) 
(15-50)1 ⅛ - 3 (30-75) 
(15-50)⅝ - 2 (15-50)
¾ - 2 ⅜ (20-60) 
(15-50)1 ⅛ - 3 (30-75) 
(15-50)

21     (533)
21     (533)

7 ½ (192)
8 ½ (216)
8 ½ (216)

7 ½ (192)
7 ½ (192) ⅜ - 1⅛  (10-30)

21 ⅛ (537)

Min Loading : 110lbs (50kg)
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FORKLIFT BOOM 

 

 

Designed for use on 2 & 2.5 ton forklift
trucks, the Forklift Boom offers versatility
with maximum visibility for the driver.  Fully
extended, the Abaco Forklift Boom reaches
up to 94 ½ " (2400mm)  

SPECIFICATIONS 
Model 

Number 
Length Range
Inches (mm) 

Width
Inches (mm) 

Height 
Inches (mm) 

Max Load When
Fully Extended 

Pounds (kg) 

Net Weight
Pounds (kg) 

W.L.L.
Pounds (kg) 

AFJ-25 55-94 ½  (1400-2400) 22 (560) 14 ½ (370) 1100 (500) 225 (102) 3300 (1500) 
 

 

SWING ARM FORKLIFT BOOM 

 

• FULLY EXTENDS TO 2.7 YD (2.5M). 
• ARM SWINGS WITH 5 LOCK POINTS

AND VARIOUS ANGLES FOR HARD TO
REACH SLABS. 

• TEAMED WITH THE ABACO LIFTER MAKES
THE BEST WAY TO UNLOAD CONTAINERS. 

SPECIFICATIONS 
Model 

Number 
Length Range 
Inches (mm) 

Width 
Inches (mm) 

Height 
Inches (mm) 

Max Load When 
Fully Extended 

Pounds (kg) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

AFJS-25
  59 ⅞ - 98 ½

(1520-2500)
35 ½
 (900)

 15 ⅜ 
 (390)

 1100
(500) 

275 
(125)

 3300
(1500) 
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SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
ESAF060 60 (1524) 3 ⅛ (80) 60 (1524) 46.2 (21) 8000 (3636) Per Side, Per Pair 

16,000 (7272) Total 
PLEASE NOTE:Distribute Slabs Equally on Both Sides. 

ECONOMY A-FRAME 

ECONOMY TRUCK A-FRAME 

 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
ETAF060 60 (1524) 60 (1524) 60 (1524) 103.5 (47) 8000 (3636) Per Side, Per Set

16,000 (7272) Total 
PLEASE NOTE:Distribute Slabs Equally on Both Sides. 

 

 

 

 

 

NEW
PRODUCT

NEW
PRODUCT

• SQUARE STEEL TUBING: 2 x 2 x 1/16” (50 x 50 x 2mm)
• STRENGHTENING PLATE: 5⅞ x 5⅞ x ¼” (150 x 150 x 6mm)
• INCLUDES TIMBER BLOCKS TO PROTECT MATERIAL AND 

IMPROVE STABILITY: 18 x 2¾ x 4⅜" (460 x 70 x 110mm)

• SQUARE STEEL TUBING: 2 x 2 x 1/16” (50 x 50 x 2mm)
• STRENGHTENING PLATE: 5⅞ x 5⅞ x ¼” (150 x 150 x 6mm)
• INCLUDES TIMBER BLOCKS TO PROTECT MATERIAL AND 

IMPROVE STABILITY: 18 x 2¾ x 4⅜" (460 x 70 x 110mm)
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UNIVERSAL A-FRAME 

If you ever: 

• Move slabs/sheets around the factory to get one slab/sheet from the back                  
of  the pack. 

• Have excessive moving of slabs/sheets around the factory. 
• Have employees in unsafe positions holding slabs/sheets. 

 
 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
UAF60 64 (1630) 4 (100) 60 (1524) 93 (42) 12,000 (5500) Per Side, Per Pair 

24,000 (11,000) Total 
Length of Safety Bar: 51 ⅛” (1300mm) 

PLEASE NOTE:Distribute Slabs Equally on Both Sides. 
 

W.L.L. for Safety Arms: 2200 lbs (1000kg) Per Pair
Safety Arms: 2 x 2 x ⅛” (50 x 50 x 3mm) Square Steel Tube

 
 

 

UNIVERSAL A-FRAME M2 

The design of the Universal A-Frame M2 requires
less moving of slabs. This feature  provides safety
for your employees and protection for your product.
The four (4) safety securing bars provide a place to
lean slabs against while retrieving a slab under them.
This requires less lifting and moving of slabs from
place to place. The heavy-duty construction of the M2
allows for storage of 24,200 pounds (11,000 kg) per
side, making it a must have for your shop or factory.

 
 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
UAF100 106¼ (2700) 68 (1725) 63 (1600) 380 (173) 24,200 (11,000) Per Side, Per Set 

48,400 (22,000) Total 
PLEASE NOTE:Distribute Slabs Equally on Both Sides. 

 
W.L.L. for Safety Arms: 2200 lbs (1000kg) Per Pair

Safety Arms: 2 x 2 x ⅛” (50 x 50 x 3mm) Square Steel Tube

 

•  SQUARE STEEL TUBING:
2 x 2 x ⅛” (50 x 50 x 3mm)

•  STRENGTHENING PLATE:
5⅞ x 5⅞ x ¼” (150 x 150 x 6mm)

•  INCLUDES TIMBER BLOCKS TO 
PROTECT MATERIAL AND 
IMPROVE STABILITY:
18 x 3⅛ x 4⅜” (460 x 80 x 110mm) 

 

 

NEW 
DESIGN!
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ONE STOP A-FRAME 

 

The One Stop A-Frame is
designed for transporting    
material and storing it in the
shop or at the job site. Your
slabs are placed on special
rubber profiles and secured
with four (4) ratchet                     
securing bars. The center
section can be used to store
tools, small backsplashes,
etc.

The frame features two
(2) eyelets that can be
used to lift the frame
with an overhead crane.
Space is provided on all
base sides for forklift
transport. Quick release
mounting pins change
the unit from a mobile
unit to a stationary one
with the removal of the
four (4) provided casters. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. Pounds (kg) 
Forklift/Stationary Eyelets/Rolling 

OSA7247 71 ¼ (1810)  43 ¼ (1100)  62 ⅜ (1585) 425 (193) 4400 (2000) 2200 (1000) 
OSA7263 71 ¼ (1810)  43 ¼ (1100)  78 ⅛  (1985) 473 (215) 4400 (2000) 2200 (1000) 
OSA8763 86 ¼ (2190)  43 ¼ (1100)  78 ⅛  (1985) 497 (226) 4400 (2000) 2200 (1000) 

PLEASE NOTE: Distribute Slabs Equally on Both Sides. 

 
ONE STOP A-FRAME PRO 

 

 The Pro version of the One Stop A-Frame comes with
four (4) Safety Arms for additional security while   
transporting and storing material within the factory or build-
ing site. Your slabs are placed on special rubber profiles
and secured with four (4) ratchet securing bars. The
center section can be used to store tools, back spash, etc. 

The frame features two (2) eyelets that can be used to lift the
frame with an overhead crane. Space is provided on all base
sides for forklift transport. Quick release mounting pins
change the unit from a transporting unit to a stationary one
with the removal of the four (4) provided casters. 

W.L.L. for Safety Arms: 1100 lbs (500kg) Per Pair 
Safety Arms: 1 ½ x 1 ½ x 1/16" (40 x 40 x 2mm) Square Steel Tube

Tube  

 

 

 

 

SPECIFICATIONS 
Model  

Number  
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. Pounds (kg) 
Forklift/Stationary Eyelets/Rolling 

OSA7247PRO 71 ¼ (1810)  43 ¼ (1100)  62 ⅜ (1585) 462 (210) 4400 (2000) 2200 (1000) 
OSA7263PRO 71 ¼ (1810)  43 ¼ (1100)  78 ⅛  (1985) 517 (235) 4400 (2000) 2200 (1000) 
OSA8763PRO 86 ¼ (2190)  43 ¼ (1100)  78 ⅛  (1985) 541 (246) 4400 (2000) 2200 (1000) 

PLEASE NOTE: Distribute Slabs Equally on Both Sides.
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SLAB RACK 

 
 

The Abaco Slab Rack is ideal for
shops with limited storage as it can
handle many pieces of different sized
materials. The rack consists of two 10'
(3048mm) steel bases and 20 poles
2 x 2 x 59" (50 x 50 x 1500mm) with
rubber caps to protect the stored
material. 

The Abaco Slab Rack is also
available with rubber lined poles
for added protection of your slabs. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

Capacity  

Pounds (kg) 
W.L.L. 

Pounds (kg) 
SRK010 118 ⅛ (3000) 6 ¾ (172) 59 ⅜ (1510)  651 (296) 6000 (2727) 30,000 (14,000) 
SRK10R 118 ⅛ (3000) 6 ¾ (172) 59 ⅜ (1510)  720 (327) 6000 (2727) 30,000 (14,000) 

 Maximum Weight Capacity Between Poles 
 

ADJUSTABLE BACK SPLASH BRACKETS  
Brackets are designed for storing and displaying back
splash slabs. The Brackets come in a set of two that fit
perfectly onto the Abaco Slab Racks. With easy to turn
knobs, these brackets are adjustable at various heights
that will accommodate all sizes of back splash slabs.  

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L 
Pounds (kg) 

ASB57 22 ⅝ (576)  5 ⅛ (132) 7 (180) 4.4 (2) 396 (180) 
 

 

REMNANT SLAB RACK 

The Remnant Slab Rack is designed specifically for storing smaller 
slabs such as left over pieces for the next job. It is very economical
and compact. You no longer need to throw away smaller pieces or
use up valuable space in full size racks. This rack is constructed of   
3⅞ x 1⅝" channels and 1⅛" diameter poles. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

Capacity 1

Pounds (kg) 
W.L.L 

Pounds (kg) 
RES27 118 ⅛ (3000)  1 ⅝ (42)  27 ½ (700)  130 (59) 2200 (1000) 14,000 (6363) 

 Maximum Weight Capacity Between Poles 
 

COMES COMPLETE WITH 20 POLES. 

SLAB RACK 

 

1

1

1
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DISPLAY SHOWROOM RACK 

The Abaco Display Showroom Rack is
designed for displaying finished slabs. It is        
constructed of 2 symmetric four-layer tiers joined
by 2 crossed rails which are fully adjustable
from 43 ¼" - 74 ⅜” (1100 - 1890mm) to                     
accommodate any slab size. The 2 additional rails
at the base add stability and provide extra support.
2 self-locking swivel casters and 2 rigid casters
allow the rack to be transported with ease. The
Display Rack can be completely collapsed or
folded for storage when not in use. This rack is
ideal for displaying finished slabs in your
showroom or at any trade show. 

                               SPECIFICATIONS  
Model 

Number 
Length  

Inches (mm) 
Width  

Inches (mm) 
Height  

Inches (mm) 
Net Weight  
Pounds (kg) 

W.L.L  
Pounds (kg) 

W.L.L. 
of Each Branch 

Pounds (kg)  

DSR7023 43 ¼ - 74 ⅜ 50 (1270) 85 ⅞ (2180) 242 (110) 3300 (1500) 616 (280)
(1100 - 1890) 

 

COLLAPSIBLE DUMPSTER 

 

A must for every workshop or warehouse! The
Abaco Collapsible Dumpster is always a handy
way to keep your workshop floor clean and safe.
The Dumpster is constructed with heavy
gauge sheets, angle and channel steel. 

Abaco Collapsible Dumpster Features: 
• Handy lever action assures safe dumping.
• Reinforced steel makes the Dumpster last

longer. 
• Heavy duty channel forklift pocket and

safety pin add stability and safety when
unloading. 

• Compact design with two (2) heavy duty
swivel casters with brakes and two (2)
rigid casters allow the Dumpster to be
moved around the shop floor, construction
site, or through narrow spaces easily. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
Volume 

Cu. Yds. (m3) 
CD70 54 ¾ (1390)  46 (1170) 39 ¾ (1010) 561 (255) .92 (.705) 
CD102 61    (1550) 48 (1220) 45 ⅝ (1160) 638 (290) 1 (1.002) 
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SELF-LOCKING DOLLIES 

 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

Grip Range 
Inches (mm) 

W.L.L. 
Pounds (kg) 

SLT13M21 23 ¾ (600) 20 ½ (520) 18 ½ (470) 72.6 (33) ⅜ - 4 (10 - 100) 880 (400) 
SLT13M32 19 ¼ (490) 20 ½ (520) 18 ½ (470) 63.8 (29) ⅜ - 4 (10 - 100) 880 (400) 
SLT13M43 19 ¼ (490) 19 ⅝ (500) 17 ⅞ (455) 68.2 (31) ⅜ - 4 (10 - 100) 880 (400) 

¹ M2 has Pneumatic Tires and a Third Wheel. 
² M3 has Pneumatic Tires and a Kick Stand. 

³ M4 had Solid Rubber Tires and a Kick Stand. 
 

UNIVERSAL SLAB BUGGY 

• Transport slabs safely and easily. 
• The 4 high quality polyurethane

swivel casters, including
brakes, allow quick and easy                
maneuvering. 

• This multi-use Slab Buggy is
designed to meet the high                
demands of the industry. Not only
can you transport slabs with ease,
but it includes our one of a kind
securing arms for added versatility.

 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Safety Bar 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
USB-6WM 59 (1500) 29 (730) 58 (1480) 35 ½ (900)  220 (100) 2200 (1000) 
USB-6WL 71 (1800) 29 (730) 68 (1730) 43 ⅜ (1100)  242 (110) 2200 (1000) 

W.L.L. for Safety Arms: 1100 lbs (500kg) Per Pair 
Safety Arms: 1½ x 1½ x 1/16 (40 x 40 x 2mm) Square Steel Tube 

 

SELF-LOCKING DOLLIES 

 

 

M2 
M4 

 

USB-6WM 

 

M3 

The Abaco Self-Locking Dollies are heavy duty, all
terrain dollies. The rubber is vulcanized to the    
bottom and sides of the dolly to avoid chipping
the edges of finished work pieces. They are            
designed with  self-locking jaws for maneuvering
stone slabs around the shop, warehouse, or on the
work site. The self-locking jaws' clamping strength is
proportional to the weight of the slab, therefore the
heavier the slab, the larger the clamping force. 

USB-6WL 
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8” & 11” SLAB DOLLIES 

The 8" and 11” Slab Dollies are small slab carrying trolleys used
to move work pieces around the work place. The 8” Dolly has
solid rubber tires, and the 11” Dolly has pneumatic tires. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

SD008 19 ⅝ (500) 9 ⅞ (250) 8 (205) 3 ⅛ (80) 22 (10) 605 (275) 
SD011 19 ⅝ (500) 13 (330) 10 ⅝ (270) 3 ⅛ (80) 22 (10) 605 (275) 

 

SAFETY SLAB DOLLY 

 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Grip Range 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

SSD-35 35 ½ (900) 20 ½ (520) 68 ⅞ (1750) ⅜ - 4 (10 - 100) 61.5 (28) 1000 (455) 
 

 

The two wheels are joined by a channel which has
rubber vulcanized to the bottom and sides of the trolley
to avoid chipping the edges of the finished work piece. 

• Very Strong 
• Transport Slabs with Ease 
• Secure
 
• With top support secured to

the material, the Dolly can
now move with the material.

• Maneuvers easily indoors and
out.

• Pneumatic tires help to reduce
any damage due to vibrations.
The safety bar is removable
for easy storage and shipping.     

     
     

     
 

8” SLAB DOLLY 

11” SLAB DOLLY 
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SINGLE HANDED CARRY CLAMPS 

 

The Abaco Single Handed Carry Clamps, with their durable
handles to reduce hand fatigue, are used to safely lift and
carry stone slabs in an upright position. Just two people can
easily lift and position heavy slabs using only one hand,
leaving the other hand free. Rubber padded jaws are
vulcanized to increase grip pressure and protect slabs from
scratching. The handle is also rubber padded for added
comfort. You won't want to be without one of the most
versatile clamps you can have around your shop or job site. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Grip Range 
Inches (mm) 

Net Weight 
Per Pair 

Pounds (kg) 

W.L.L.   
Per Set 

Pounds (kg) 
SHC25 8 ½ (215) 4 ¾ (120) 7 ⅞ (200) 0 –  1 (0 – 25) 6.6 (3) 220 (100) 

 

DOUBLE HANDED CARRY CLAMPS 

 

Abaco Double Handed Carry Clamps are designed
for safely lifting and transporting stone slabs without
using a forklift truck. The fully vulcanized rubber pads
provide added grip and prevent damage to the slabs.
The weight of the slab exerts a sufficient clamping
force for such a simple lifting device. By eliminating
the use of a forklift truck, the Carry Clamps help you
to work more efficiently on smaller jobs. You can use
multiple Carry Clamps to move larger slabs with ease. 

SPECIFICATIONS 
Model 

Number 
Length

Inches (mm) 
Width

Inches (mm) 
Height 

Inches (mm) 
Grip Range
Inches (mm) 

Net Weight
Per Pair 

Pounds (kg) 

W.L.L.
Per Set 

Pounds (kg) 
ACC40 11 ¼ (285) 4 ¾ (120) 9 ⅜ (240) 0 –  1⅝ (0 – 40) 13.2 (6) 440 (200) 

 

 
• SOLD IN PAIRS 

• SOLD IN PAIRS 
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90° CLAMP 

Have you ever: 

• been frustrated with miter joints? 
• had counter tops not perfectly square 

with the apron? 
• needed a quick and easy solution? 

SPECIFICATIONS 
Model 

Number 
Length

Inches (mm) 
Width

Inches (mm) 
Height 

Inches (mm) 
Net Weight

Per Pair 
Pounds (kg) 

Material Height
Inches (mm) 

Material Thickness
Inches (mm) 

A90C 8⅜ (213) 5⅜ (136) 12 (305) 8.4 (3.8) 7⅞ (200) 1½ (40) 
 

The Abaco 90° Clamp is specially 
designed for securing and 
positioning miter joints. You will no 
longer have problems with miter 
joints failing while the glue is drying. 
It saves labor, is quick and easy to 
use, and is strong and secure. 

• SOLD IN PAIRS 

 

 

The Abaco Ratchet Seam Setter M1 provides a quick
and easy solution for accurate and safe positioning of
countertops. The tool is lightweight and simple to
use. No other device is this fast and convenient.
Knob device allows precision vertical adjustments.  

 

RATCHET SEAM SETTERS 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
ARS-1 20-23 (510-584) 8 ⅝ (220) 10 (254) 13.2 (6) 132 (60) 
ARS-2 16 ¾-18 ⅜ (425-465) 9 ⅞ (250) 9 ⅞ (250) 15 (7) 132 (60) 

 

 

With the Ratchet Seam Setter M2, your counter
tops will be perfectly joined and level. With a
large foot print, 8 inches (203mm) suction cups,
our Seam Setter is strong enough for the required
task. The Seam Setter M2 has two leveling
points; therefore lippage is no longer a problem.  

 

 

 

 

ARS-1

ARS-2
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Model Number MOD–S1  
USA 

MOD–S1 
International 

Horsepower 3HP 2.2 KW 
Voltage 220 240 
Cycles 60Hz 50Hz 
Amps 14.4 13 
RPM 3400 2800 
Switch Thermal Circuit Breaker 
 

SITE SAW MOD-S1 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

MOD-S1 63 (1600) 74 ¾ (1900) 57 (1450) 466.4 (212) 
 

The powerful Abaco Site Saw Mod S1 features a 3HP motor and is guided by dual linear bearings
on induction hardened chrome bars (Rust Free). 

The cast aluminum machined working table is for accurate cutting of all types of natural and artificial
stone. The MOD-S1 Saw is suitable for construction sites and workshops. Incorporated in the
Mod S1 are wheels and rollers for effortless single-handed transportation. Model S1 features an
electric direct drive submersible water pump. 

 

 

Model Number MOD–S1  
USA 

MOD–S1 
International 

Dimensions Inches Millimeters 
Blade 10, 12, 14 250, 300, 350 
Arbor 1 25.4 
Depth of cut at 90° 2, 3, 4 50, 75, 100 

   
   

   
 

 

Length of cut 41 1050
Water Tray 55x19x6 1397x482x152
Water Tray Capacity 24 G 90 L

Depth of cut at 45° 1, 2, 3 30, 50, 75
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TILE SAW TS-1 

 

The Abaco Tile Saw TS-1 has a cast aluminum machined working table guided by dual linear bearings on
induction hardened chrome bars (Rust Free). 
You get accurate cuts time and time again. Cutting range from 90°- 45°. 
The TS-1 is now available with wheels for ease of transportation. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

TS-1 39 ⅜ (1000) 27 ½ (700) 48 (1220) 180 (82) 
 

Model Number TS–1 
USA 

TS–1 
International 

Horsepower 1.5HP 1.1 KW 
Voltage 110 240 
Cycles 60Hz 50Hz 
Amps 14.4 7.2 
RPM 3400 2800 
Switch Thermal Circuit Breaker 
 

  

 

Model Number TS–1
USA 

TS–1
International 

Dimensions Inches Millimeters 
Blade 10  250  
Arbor 1 25.4 
Depth of cut at 90° 2  50  

   
   

   
 

Length of cut 26 660
Water Tray 36 x 22 x 6 920 x 550 x 150
Water Tray Capacity 18 G 70 L

Depth of cut at 45° 1 30
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FABRICATION STAND 

 

 

• Portable 
• Compact 
• Durable 
• Flexible 
• Lightweight 

• The Abaco Fabrication Stand is designed to
support slabs for polishing, sharpening, cutting,
and many other purposes. 

• The top is covered in rubber which protects slabs
from being damaged. It folds easily for carrying
from job to job. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
AFS3139 26 (660) 18¼ (465) 31½ - 39⅜ (800 - 1000) 28.6 (13) 660 (300) 
 

ROTATING SAND BLASTING TABLE 

 

The Rotating Sand Blasting Table is       
designed for sandblasting and engraving
on stone surfaces. With its compact and
easy to use design, this table can be
rotated, angled and adjusted to various
heights to accommodate user needs. The
Table is supported by four 6" heavy duty
casters for transporting in and out of the
sandblasting cabinet and around the
workshop.  

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
RST20 27 ½ (700) 27 ½ (700) 25 ½ - 39 ⅜ (650-1000) 204.6 (93) 1540 (700) 
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WORKING TABLES 

• Rubber lined sturdy Working Table. 
• Built in brackets allow you to create different work stations. 
• Independent adjustable feet. 
• Collapsible for ease of transport. 
• Constructed of 18 gauge 2" x 2" square tubing. 
• Our Working Table is available with or without casters. 

 

 

SPECIFICATIONS 

Model 
Number 

Length 
Inches (mm) 

Width 
Inches (mm) 

Height 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

AWT7523 76⅛ (1935) 24¼ (615) 39¾-40½ (1010-1030) 138 (63) 660 (300) 
AWT7523C 76⅛ (1935) 24¼ (615) 39¾-40½ (1010-1030) 160 (73) 660 (300) 

 

DIFFERENT LAYOUTS SHOWN 
USING MULTIPLE WORKING
TABLES. 
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STONEMASON SLEEVES 

The Abaco Stonemason Sleeves fit snugly around the wrist and upper
sleeve area to prevent clothes from getting soaked during wet grinding.  

STONEMASON APRON 

• Revolutionizing the Industry. 
• The quick snap straps are ideal for a quick and easy fit. 
• Made of a double layer of the highest quality material for

extra protection. 
• Velcro strips help quickly access polishing pads. 
• Customize the logo and advertise your company. 

A Must Have Heavy Duty Apron for all Stonemasons. 

SPECIFICATIONS 
Model 

Number 
Width 

Inches (mm) 
Height 

Inches (mm) 
SMA048 35⅜ (900) 47¼ (1200) 

 

 

SLAB EDGE GUARDS 

COME 10 TO A PACKAGE 

 

 

 

• Temporarily support counter tops,
stone panels, etc. to avoid breaking,
chipping, or scratching. 

• Simple, effective, and easy to use. 
• Saves time and effort. 
• Compact, light weight, and easy to

carry around. 
• Available in white for light colored

marble. 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 

Centimeters 
Thickness of Stone  

Pocket 
Inches (mm) 

SEG20-B 1½ (40) 1⅜ (35) 2½ (65) 2 1⅛ (30) 
SEG30-B 1½ (40) 1¾ (45) 2½ (65) 3 1⅛ (30) 
SEG40-B 1½ (40) 2⅛ (55) 2¾ (70) 4 1⅛ (30) 
SEG20-W 1½ (40) 1⅜ (35) 2½ (65) 2 1⅛ (30) 
SEG30-W 1½ (40) 1¾ (45) 2½ (65) 3 1⅛ (30) 
SEG40-W 1½ (40) 2⅛ (55) 2¾ (70) 4 1⅛ (30) 
 

 

• SOLD IN PAIRS 

SPECIFICATIONS 
Model 

Number 
Length   

 Inches (mm) 
Width 

  Inches (mm) 
SMS019 19¼ (490) 6½ (165) 

 

AVAILABLE WITH CUSTOM LABLELING WITH YOUR COMPANY’S LOGO. 

 





ADVERTISE
WITH YOUR COMPANY'S

LOGO HERE
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ABACO SPECIAL ORDERS 

 

Abaco Machines is willing to take special orders from any of our distributors. 

 

Abaco Machines is able to 
customize any product with a
specific paint color and/or  with
a logo.* 
*MINIMUM ORDER REQUIRED. 

 

Abaco Machines is able to customize 
our Stonemason Aprons and
Stonemason Sleeves to include your
company’s logo.* 

*MINIMUM ORDER REQUIRED. 

 Abaco Machines is willing to discuss any special orders that
customers come up with concerning your fabricators’ needs.  We are
able to manufacture products per the specifications sent to us after
they are reviewed.  All products will be manufactured in our factory in
Vietnam and can be sent by a container directly to the customer.* 

*MINIMUM ORDER REQUIRED. 

CONTACT OUR VIRGINIA OFFICE FOR DETAILS ON THESE 
ABACO SPECIAL ORDERS. 
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GLASS LIFTER 

 

The Glass Lifter is designed for
transporting glass sheets safely 
and securely with its fully         
automated jaws clamping on
both sides, requiring minimal
labor. The four lower wheels of
the Lifter protect sheets of
glass from abrasive particles
and scratching by keeping
them above the floor’s surface. 

SPECIFICATIONS 
Model 

Number 
Length  

Inches (mm) 
Width  

Inches (mm) 
Height 

Inches (mm) 
Grip Range 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

AGL-28 23 ⅝ (600) 9 ½ (240) 24 ⅝ (625) ⅛ – 1 ⅛ (4 – 28) 57.2 (26) 1320 (600) 
AGL-38 29 ⅛ (740) 10 (255) 28 (710) ⅛ – 1 ½ (4 – 38) 72.6 (33) 1650 (750) 

 

 

 

The 4 upper wheels of the Lifter are     
designed to create pressure on the       
surface of the glass sheet and act as a
guide as the sheet glides into the clamp.
An additional layer of vulcanized rubber
on the clamp allows for added grip as well
as extra protection for the  glass  being
handled. The light and compact design
makes it easy to transport and store.  

GLASS LIFTER 
&

FORKLIFT BOOM 

 





 
 

 

 

Page # 42 

 

 

Please Note: 

The securing bars are not to be used when carrying full sheets of glass. To secure a full
size sheet on the A-Frame, use only the straps. 
 

Forklift Users: 
 

Always make sure your forks are fully inserted into the A-Frame before lifting. This will
ensure a proper and secure lift. The forklift can pick the A-Frame up from any of the four
sides. 
 

Removing Casters: 
• All One Stop A-Frames come with casters. 
• Make sure the load is fully secured before removing the casters. 
• Lift the A-Frame off the ground high enough for you to have proper access to the

casters. 
• With one hand holding the caster, use your other hand to pull out the pin. This will

release the caster from the A-Frame.  
• Place the caster in its holder. If you remember to do this, you will never have to

worry about losing your casters.  

 

The Correct Way of Tightening the
Rubber Lined Securing Bars for the
Abaco Glass One Stop A-Frame. 

As shown to the left, the ratchet hook needs to
run under the bar and back around to the tie
down point. This will ensure that the rubber
lined securing bar stays in position and does not
lift up when tightening. It is recommended that
the securing bars stand level with, or taller than,
the glass itself. The securing bars will not work
to their full potential if your glass does not stand
within the height of the bars. This is because the
straps are not as strong as the ratchet securing bar.

 

 

GLASS ONE STOP A-FRAME SERIES 

                   

The One Stop A-Frame Series includes: 
• One Stop A-Frame 
• One Stop A-Frame Pro 
• One Stop High A-Frame 
• One Stop Single Sided A-Frame 
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GLASS ONE STOP HIGH A-FRAME 

The sturdy design of this Glass A-Frame prevents tipping 
and keeps your finished glass high off the ground.
Rubber strips are mounted on the bottom and back
supports to prevent slippage. The casters allow for easy
movement around the warehouse. The collapsible
design saves on freight costs. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
OSHA7236 63 (1600) 43 ¼ (1100) 61 ⅝ (1565) 308 (140) 1100 (500) Per Side 

2200 (1000) Total 
 

GLASS ONE STOP SINGLE SIDED A-FRAME 

The sturdy design of the Glass One Stop Single Sided    
A-Frame prevents tipping. Rubber strips are mounted
on the bottom and back supports to prevent slippage.
It comes with 2 ratchet securing bars to hold the glass
in place. The quick release mounting pins change the    
A-Frame from mobile to stationary using the four (4)     
provided casters. These removable casters allow for
easy transport around the warehouse or site. Space is    
provided on all base sides for forklift transport. The   
collapsible design saves on freight costs, yet it is easily
assembled. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
SSA7247 71 ¼ (1810) 25 ½ (650) 60 ¼ (1530) 286 (130) 2200 (1000) 
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GLASS BUGGY 

• Casters are positioned outside of the steel frame for added
stability. 

• Pneumatic tires allow for easy transport on rough surfaces. 
• Swivel casters include locking brakes. 
• Narrow design allows the Glass Buggy to fit through any standard

door. 
• Rubber lined to protect your finished pieces and prevent them

from slipping. 
• Designed for maximum stability, but compact enough for

smaller work areas. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

SBG800 48 ⅞ (1240) 25 (635) 45 ⅝ (1160) 103 (47) 800 (363) 
 

DOUBLE SIDED GLASS BUGGY 

This Double Sided Glass Buggy is designed
for maximum stability and compact enough to fit
through any standard door. Both the A-part and the
base are fully rubber lined to protect your finished
glass from chipping and slipping. This Glass Buggy
comes with 2 self-locking swivel casters and 2
pneumatic tires allowing for easy transport on
virtually any surface. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

DSBG1320 53 ⅞ (1370) 31 ½ (800) 46 ¼ (1175) 143 (65)   660 (300) Per Side 
1320 (600) Total  
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GLASS V-CART 

• The Abaco Glass V-Cart is a utility cart designed
for storing and transporting glass sheets easily. 

• Its compact structure is designed with 4 heavy duty
polyurethane swivel casters for easy maneuvering in narrow
areas. 

• The V-Cart enables positioning of glass sheets in any
direction for any purpose. 

• The rubber-lined poles can be repositioned in the    
rubber-lined base to meet your needs. The rubber lining
will protect your glass from scratching and chipping. 

• Its durable construction adds stability when handling heavier
glass. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

AVC3747 37 ⅜ (950) 35 ⅜ (900) 47 ¼ (1200) 160 (73) 2200 (1000) 
 

UNIVERSAL GLASS BUGGY 

• Transport glass sheets safely and
easily. 

• Iron core polyurethane casters
ensure maximum stability. 

• The four high quality polyurethane
swivel casters, including brakes,
allow quick and easy maneuvering. 

• This multi-use Glass Buggy is
designed to meet the high
demands of the industry. Not only
can you transport glass with ease,
but it includes our one of a kind
securing arms for added versatility. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Safety Bar 

Inches (mm) 
Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

USB-6WM 59 (1500) 29 (730) 58 (1480) 35 ½ (900) 220 (100) 2200 (1000) 
USB-6WL 71 (1800) 29 (730) 68 (1730) 43 ¼ (1100) 242 (110) 2200 (1000) 

W.L.L. for Safety Arms: 1100 lbs (500kg) Per Pair 
Safety Arms: 1½x1½x⅟16 (40x40x2mm) Square Steel Tube 

 

 
USB-6WL 

USB-6WM 
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RHINO GLASS RACK 

 

The Abaco Rhino Glass Rack is ideal for storing glass sheets of
different sizes. It is constructed of two 10 foot (3m) steel rails that
have 28 holes per base. (The distance between the poles is 2
inches). There are 20 square tube poles that can be repositioned
in the rail holes to accommodate varying thicknesses of different
glass sheets. Handles found on the sides of the rails allow for
easy transport. Rails are rubber lined to protect glass from chips
and scratches. Poles are either rubber capped, or rubber lined
with caps, depending on your needs. The Rhino Glass Rack is
available in 3 different models and is constructed from
4x4x¼"(100x100x6mm) square tubing for the base, while the
poles are 2x2x⅛x59" (50x50x3x1500mm) square tubing. 

RUBBER CAPPED RAILS 

RUBBER LINED RAILS FOR 
ADDED PROTECTION  

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
Capacity  

Pounds (kg) 
W.L.L. 

Pounds (kg) 
RSR004 49 ¼ (1250)  7 (179) 59 ½ (1510) 272.0 (124.0) 6000 (2727) 12,000    (5454) 
RSR005 65 ⅜ (1660)  7 (179) 59 ½ (1510) 347.6 (158.0) 6000 (2727) 15,000    (6820) 
RSR010 118 ⅛ (3000)  7 (179) 59 ½ (1510) 600.0 (272.7) 6000 (2727) 30,000 (14,000) 
RSR04R  7 (179) 59 ½ (1510) 319.0 (145.0) 6000 (2727) 12,000    (5454) 
RSR05R 65 ⅜ (1660) 7 (179) 59 ½ (1510) 403.0 (183.4) 6000 (2727) 15,000    (6820) 
RSR10R 118 ⅛ (3000)  7 (179) 59 ½ (1510) 692.3 (314.7) 6000 (2727) 30,000 (14,000) 

Maximum Weight Capacity Between Poles 
 

49 ¼ (1250)

1

1

8" & 11” GLASS DOLLIES
 

The 8" and 11” 
  The 8" and 11” Glass Dollies are small glass carrying trolleys used to 

move glass around the work place. The 8” Dolly has solid rubber tires,
and the 11” Dolly has pneumatic tires.

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

SD008 19 ⅝ (500) 9 ⅞ (250) 8 (205) 3 ⅛ (80) 22 (10) 605 (275) 
SD011 19 ⅝ (500) 13 (330) 10 ⅝ (270) 3 ⅛ (80) 22 (10) 605 (275) 

 

 

The two wheels are joined by a channel which has rubber
vulcanized to the bottom and sides of the trolley to avoid
chipping the edges of the finished glass. 

8” DOLLY 

11” DOLLY 
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3 WHEEL GLASS DOLLY  

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

3W-D  27 ⅝ (700) 12 ¾ (324) 13 ¾ (350)  3 ⅛ (80)  42.0 (19)  880 (400) 
3W-GD 27 ⅝ (700)  14 ⅜ (364)  13 ¾ (350)  4 ¾ (120)  42.0 (19) 880 (400) 

LONG GLASS DOLLY 

 The Long Glass carrying trolley has two 
pneumatic tires 12 ½" x 3 ⅜" (320 x 85 
mm) in diameter. Rubber is vulcanized to the 
bottom and sides of the trolley to avoid 
chipping the edges of the finished work piece. 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

LSD012 35 ½ (900)  12 ⅝  (320)  12 ⅝  (320)  3 ⅛ (80)  38.5 (17.5) 750 (340) 
 

 

The 3 Wheel Glass Dolly is designed to facilitate the 
handling and transporting of glass sheets on work sites. The 
rubber vulcanized channel protects glass sheets from 
chipping and scratching. It comes with pressurized wheels 
and a heavy duty locking brake swivel caster to provide 
additional stability and maneuverability in confined spaces.
Made in 2 sizes to meet your needs.

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Channel Width 
Inches (mm) 

Net Weight 
Pounds (kg) 

W.L.L. 
Pounds (kg) 

         
          

4W-D 19 ⅝ (500) 9 ⅞ (250)  8 (205) 3 ⅛ (80) 26.4 (12) 660 (300)
4W-GD 19 ⅝ (500) 13 ⅜ (340) 8 (205) 6 ⅝ (170) 30.0 (13.5) 660 (300)

3 WHEEL 
GLASS DOLLY

4 WHEEL GLASS DOLLY

4 WHEEL 
GLASS DOLLY

The 4 Wheel Glass Dolly is used to move loads 
around the work site. It is joined by 2 solid rubber 
wheels, 2 swivel casters, and a channel. The rubber 
is vulcanized to the bottom and sides of the dolly to 
avoid chipping any edges on the finished glass.
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GLASS WORKING TABLES 

• Rubber lined sturdy Glass Working Table. 
• Built in brackets allow you to create different work stations. 
• Independent adjustable feet. 
• Collapsible for ease of transport. 
• Constructed of 18 gauge 2" x 2" square tubing. 
• Our Glass Working Table is available with or without casters. 

 

 

SPECIFICATIONS 
Model 

Number 
Length 

Inches (mm) 
Width 

Inches (mm) 
Height 

Inches (mm) 
Net Weight 

Pounds (kg) 
W.L.L. 

Pounds (kg) 
AWT7523 76⅛ (1935) 24¼ (615) 39¾-40½ (1010-1030) 138 (63) 660 (300) 

AWT7523C 76⅛ (1935) 24¼ (615) 39¾-40½ (1010-1030) 160 (73) 660 (300) 
 

DIFFERENT LAYOUTS SHOWN 
USING MULTIPLE WORKING 
TABLES. 
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